
12G SDI Capture Card

Key Features

•  Magewell Pro Capture HDMI with RGBlink modular connector panel
•  Capture HDMI with embedded audio
•  Auto Signal Format Detection
•  Support for resolutions up to 4096x2160 pixels
•  10-bit video processing
•  Input Deinterlace, Cropping and Color Adjustments
•  Conversions for Color Space, Up/down and Aspect Ratio
•  Drivers pre installed on UMS4

Specification

Connectors Input SDI 4×BNC (1×12G SDI or 2×6G SDI or 4×3G SDI)

Performance Input Resolutions HDMI 2.0

SMPTE 480i | 576i | 720p@50/59.94/60 | 1080i@50/50.94/60 |

1080p@ 23.94/24/25/30/50/59.94/60 | 2160p@23.94/24/25/30/50/59.94/60

Supported Standards SDI 2.0

Video Capture 
Formats

4:2:0 8bit NV12, I420, YV12

4:2:2 8bit YUY2, YUYV, UYVY

4:4:4 8bit V308, IYU2, V408, BGR24, BGR32

4:4:4 10bit V410, Y410

Capture Frame Rate 144fps Max - PCIe and resolution dependent

Latency 64 lines

Power Max Power ~10.9W

Environment Temperature 0℃~40℃

Humidity 5%~90%

Physical Weight  0.2kg

Dimension 140mm×68.8mm (card only)

Order Codes Dimensions

Product Code Item

829-0001-01-0 4K HDMI Capture Card

Compatibility
This module may be used in the following products

Product Code Item

820-0002-01-0 UMS4 Media Mind
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