
UMS4 max

Key Features

● Intel high-frequency processor ● PVW mode for previewing other programs

● 2TB SSD ● Optional video capture(3G SDI/12G SDI/HDMI 1.3/HDMI 2.0)

● Timeline, window mode editing and unlimited layers ● Windows 10 pre-installed

● Polygon slicing for various display requirements ● Custom text with content and display format can be edited

● Grid template and geometric transformations ● Video decoding capability in any format with resolution up to 8K

● Media management of NDI/RTSP/RTMP network streaming protocols ●  Virtual screen to achieve effects such as camera stitching, camera

   as well as video/picture/powerpoint/audio close-ups, live stream capture, and playback on irregular shape screen

● Play or pause program via TCP/UDP/Serial Control Protocols ● 5.1 and 7.1 audio channel outputs

Application

Order Codes Dimension

Product Code Item

820-0002-07-0 UMS4 max

829-0001-01-0 12G-SDI Capture Card

829-0002-01-0 HDMI 2.0 Capture Card

829-0011-01-0 3G-SDI Capture Card

829-0012-01-0 HDMI 1.3 Capture Card

829-0026-01-0 NVDIA Sychron-Card

829-2005-02-0 C5 Player Software

unit: mm
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Specification

Connectors Input (Capture Card) 3 slots

Select from 12G-SDI 4 × BNC ( 4×3G-SDI or 1×12G-SDI) [1]

3G-SDI 2 × BNC (1 In| 1 Loop)

HDMI 2.0 1 × HDMI-A

HDMI 1.3 1 × HDMI-A

Output (Graphics Card) Standard DP 1.4 4 × DisplayPort

Audio Output Stereo XLR

Communication LAN 2 × RJ45

USB 6 × USB-A

Power Standard 1 × IEC 

System&Hardware CPU Intel Core i9

Mainboard High-performance ASUS mainboard

Storage 128GB

System Drive 2TB

Operating System Windows 10 Embedded

Player Software C5

Graphics Card RTX A5000

Performance Capture Card Resolutions
(Optional)

12G-SDI SMPTE 720p@50/60 | 1080i@59.94/60 | 1080p@23.98/24/25/29.97/30/59/59.94/60  |

2160p@23.98/24/25/29.97/30/50/59.94/60

HDMI 2.0 SMPTE 720p@50/60 | 1080i@59.94/60 | 1080p@23.98/24/25/29.97/30/59/59.94/60 |

2160p@23.98/24/25/29.97/30/50/59.94/60

VESA 1920×1200@60 | 2560×1600@60 | 3840×2160@23.98/24/25/29.97/30/50/60  | 

4096×2160@60

Graphics Card Resolutions
(Standard)

DP 1.4 SMPTE 720p@50/60 | 1080i@59.94/60| 1080p@23.98/24/25/29.97/30/59/59.94/60 | 

2160p@23.98/24/25/29.97/30/50/59.94/60

VESA 1920×1200@60 | 2560×1600@60 | 3840×2160@23.98/24/25/29.97/30/50/60  | 

4096×2160@60 | 5120x2880@60 | 7860×4320@30/50/60

Supported Standard SDI 12G

HDMI 2.0

DisplayPort 1.4

USB 3.0 

Grey Level 12 bit

Color Space 4:4:4

HDCP 2.2

Power Input Voltage AC 100V-240V,  50/60Hz

Max Power 1000W

Environment Temperature 0℃~45℃

Humodity 0%~65%

Physical Weight Net 15kg

Package 31kg

Dimension Net 482mm×494mm×177mm

Package 720mm×531mm×266.5mm

Note: [1] Combine one 12G-SDI signal or four 3G-SDI signals into one 12G-SDI input.
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